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Form OGC-la SUBMITIN TRIPLICATE*

STATE OF UTAH (Other instructions on
reverse side)

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5. Lease Designation and Serial No.

Fee
APPLICATIONFOR PERMIT TO DRILL,DEEPEN,OR PLUGBACK 6. R Indiern AUottee or Tribe Name

la. Type of Work 7. Unit Agreement Name
DRILL DEEPEN O PLUG BACK O

b. Type of Well
Oil Gas Single Multiple 8. Farm or Lease Name
Well Well Other Zone Zone

2. Name of Operator Champlin 846 Amoco "B"
Amoco Production Company 9. Well No.

3. Address of Operator

P.O. Box 17675 Salt Lake City, Utah 84117 14. Field and Pool, or Wildcat

4. cof Well (Report location clearly and in accordance with any State requirements.*)

11. See., T., R., M., or BIk.
4 Section 19 1998.2' FWL & 1979.7' FNL and survey or area

At proposed prod. zone
/ Sec.19, T5N-RSE

14. Distance in miles and direction from nearest town or post office* 12. County or Parrish 18. State

605 miles northwest of tle Rock, Utah Surmit Utah
15. Distance from proposed* 16. No. of acres in lease 17. No. of acres assigned

location to nearest to this well
property or lease line, ft. 1979
(Also to nearest drlg. line, if any)

18. Distance from proposed location* 19. Proposed depth 20..Rotary or cable tools
to nearest well, drilling, completed,
or applied for, on this lease, ft. 13 9 ' RAÌRBY - -

21. Elevations (Show whether DF, RT, GR, etc.) 22. Approx. date work will start*

7087' Top of Hub When Approved
23. PROPOSED CASING AND CEMENTING PROGRAM

Size of Hole Size of Casing Weight per Foot Setting Depth Quantity of Cement

26" 20" 106.5,133# 1500' Rirfam
17ñ" 13-3/8" 68,86# 6600' CVr. Salt see.

11-12¼" 9-5/8" 40,43.5,47 12,542' Cvr. salt sec.
53.5#

81" 7" 29# 13,900 ' Circ. (Liner)

Note: If the salt is thinner than expected and its bottám a maxinun
the following contingéy string of surface casing will

Surface (contin )
13-5/8" 88. # 80' Drift 12&"
13-3/8" 68# 3100 '

13-5/8" 88.2# 2700' Drift 12¼"

Amoco Production Campany proposes to develop Phos ria.
NG

reserves .

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new pro-

ductive zone. If proposal is to drill or deepen directionally, give vertinent data on subsurface locations and measured and true vertical depths. Give blowout
preve er pr am an

........................ Title... . -- Date.. ..

(This space for Federal or State office use)

Permit No..... ................. ................ Approval Date ......

Approved by......................... ........ ................ Title.......... ............ .... . . . ... . .. .... Date..
Conditions of approval, if any:

OF ., GAS AND
*See Instructions On Reverse



NWCorner T SN R 8E NE Corner
N 89°26'46" 328.02'
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SCALE: 1" = 1000'

gþ Found Br4ss Cap
il Found Stone
60 Set Bras Cap

- (9 Found Stýne -

Set Bras; Cap
O Hub and Tack

SWCorner SE Corner

I, John A. Proffit of Evanston, W.yoming certify that in accordance ith

a request from R.C. Buck ey of Evan top Wyominq for Amodo

Production Co. I made a survey on the lŠth day of September
,

1931) for

Location and Elevation of te Champlin 846 Amoco "B" Well #1 as shown on the a ove

amp, the we11site is in the SE4NWS
.

of Section _19

, Township 5N

Range 8E of the Salt L ke Base & Meridian Summit county, State of Utah

Elevation is 7087 Feet op of Hub Datum U.S.G.S. Quad - Wasatch, Uta

NEk Section 19, T5N, R8E

Reference point

Reference point -

Reference point
Reference point

JO A. PROFFIT Á.L.S. NO. 2860

DATE: September 22, 1980 UINTA ENGINEERING& SURVEYING,INC.
JOB NO.: 80-10-60 808 MAIN STREET, EVANSTON,



Attachment To Form OGC-la

Champlin 846 Amoco "B" #1

1) Geologic name of the surface formation: Tertiary

2) Estimated tops of geological markers:
Marker Depth

Tertiary Surface
Preuss Salt 3,242'
Twin Creek 6,593'
Nugget 8,195'
Thaynes 10,311'
Phosphoria 12,542'
Weber 12,990'
Amsden 13,829'

3) Estimated depths anticipated to encounter water, oil, gas or other mineral
bearing formations:

See Item #2, above

4) Casing Program:

See Form OGC-la Item #23

5) Operators minimum specifications for pressure control equipment are explained
on attached schematic diagram. Testing of such is to be performed daily and
noted on the IADC Daily Drilling Report. After running surface casing and
prior to drilling out, BOP and other pressure equipment will be tested to the
full working pressure rating as shown on the attached diagram. Thereafter,
the BOP will be checked daily for mechanical operations only and will be noted
on the IADC Daily Drilling Report.

6) Mud Program:
App. Interval Type Mud Wt #/Gal Viscosity W.L. cc/30m Other Spec's

0 -1500' Native 8.5-8.8 As required - -

1500' -6600' LSND* 8.7-10.1 As required < 20 -

6600' -TD LSND 8.7-10.5 As required < 20 -

*Maintain 6%-10% KCL in mud system from surface casing to salt top. Saturate the
mud prior to drilling the salt section at 3200'. Have a premix tank on location
prior to drilling out from surface casing.

7) Auxiliary Equipment:

Kelly cock: floor sub with a full opening valve
3" choke manifold with remote control choke
2-Man mud logger Surface - TD

8) Testing Program:



- 2 -

Logging Program:

Type Depth Interval
*DIL-GR-SFL BSC-TD

BHC Sonic-GR Surface-TD
FDC-CNL-GR-Caliper BSC-TD
Dipmeter BSC-TD

* If mud is fresh; for salty mud, use the DLL-MSFL

Coring Program:

None Planned

Stimulation Program:

To be determined by Amoco's district office.

9) No abnormal temperatures or pressures are expected
H2S Contingency Plan is attached

10) Anticipated starting date will be when approved and the duration of the
operations will be approximately 180



321INGENCY PL I

AMOCOPEODUCTION COMPANY

P.O. Box 17675

Salt Lake Cit ,
Utah 84117

ACflON PLAN FOR ACCIDENTAL RELEASE OF HoS

Champlin 846 Amoco "B" #1
NW/4 See :ion 19 ,

T5N-RSE
Summit County , Utah

(This Plan is Subject to Updating)

October 20,



I. PURPOSE:

The purpose of this plan is to saie¿uard the lives of the public,
contract personnel, and ca,pany personnel in the event of equipment
failures or disaster during the drilling of formations which may
contain Hydrogen Sulfide Gas (152

AMOCOPRODUCTION CŒlPANY has specified materials and practices for
the drilling of this well to protect the safety of all concerned.
However, as a precautionary Jeasure this contingency and evacuation
plan has been prepared to further assist the safety of all concerned.

II. DESCRIPTION OF HYDROGENSULFIDE GAS:

H2S is a colorless gas which onells similar to rotton eggs in low
concentrations. In large concentrations or over long periods of
exposure, the sense of smell may be paralyzed. HgS is extremely
toxic gas that must be treated with extreme care to prevent injury
to people. H2S is heavier than air (specific gravity=1.19) and
on still days tends to accumulate in law places. This accumulation
could build up and lead to dangerous concentrations . However , if
the H2S gas is warmer than air , it will tend to rise until cooled
off and could affect workers above the escaping source.

The toxicity of H2S is as follows:

Period of Exposure:

Prolonged exposure - no adverse effects 10 PPM

Over 1 hour could be hazardous 150 PPM

Possibly fatal in less than 1/2 hour 300 PPM
Fatal in a few minutes 200 PEM

III. TREA11HTTOF HYDROGENSULFIDE POISONING:

A. Remove the patient to fresh air, call physician or ambulance
if possible.

B. If breathing is labored cr has ceased, give artificial
respiration immediately. Continue until physician is
available, even if persor appears to be not breathing.
Should disaster conditions make it impossible to nove to
fresh air, keep on your rask and use resuscitator on
patient.

C. If giving artificial respiration, and patient is breathing,
use resuscitator to help eliminate H2S from the bloodstream.

D. Keep patient at rest and prevent chilling.

E. Get patient to a physicien as soon as



D/. EQUIIHBŒ REQUHŒ GS:

A. General:

qu pment to be exposed to E,S shall be built to NAŒ Standard
MR-01-75, or Amoco specificationn if Areco specifications are more
stringent.

B. Blowout Preventer Requirements:

All BOP body and parts (eKcluding rams and ram shcar blades) shall
be constructed of a carboa steel or low alloy steel with an HRC 22
maxinun hardness. Rams shall be built out of low alloy steels
(i.e., AISI 4130 or like) Shear blades shall-be constructed
of hard high strength steel to enable the blades to shear the
drill pipe iR Emerg€ncy C3nditions .

The blowout preventer stack will be tested to full working
pressure on initial installation and routinely thereafter, not
to exceed two weeks. The stack will also be tested any time a
seal has been broken, a leak experienced, or a kncwn H2S bearing
fonaation is to be drilled.

C. Drill String Requirenents:

All drill string components shall be to API specifications for
tubular goods in controlled environments. Typically, grade E
drill pipe will be used. All camponents will be inspected to
L C critical service specifications prior to running in the
well. Corrosion will be monitored by coupons.

D. Choke Lines and Kill Manifold:

Choke lines and kill manifold shall be constructed of ASIM 106
grade B or A-53 grade B.

E. Casing and Wellhead Equipment:
Casing shall be constructed to API requirements for sour gas
wells. The casing to be ::un will be C-75 type 2, L-80 or SS-95.

Wellhead equipnot will be constructed to Aneco specifications .

From the tubing head up all valves shall have stainless steel
balls and seats with monel stems , which complies to a NACE 1
trim. Valve bodies to be rede from carbon or low alloy steel
with HRC 22 maximum. All welds will be x-rayed and stress
relieved.

V. SAFETY ANDMONITORING EQUIEMENT:

A. Gas Monitoring Equipment:

1. A continuous H2S monitoring system with two or more H2S
detection heads will be in operation. One will be
sampling from the shale shaker and one sampling from the
bell nipple below the rotary table. Both units will be
monitored in the mud loggers trailer and/or the dog.house.
Each unit will be set to trigger a blinking light on the
rig floor should the amount of 1-12Sreach 10 PPM, and to
trigger an alarm should the amount of 112S reach 20



Any time it is necessary to deactivate the a aru (if H,S
is continuously present) a trained operator or 112S
Supervisor will monitor the detection system.

2. When approaching or drilling H,S formations , crew members may
attach 8-hour H2S elect:ronic përsonnel monitoring equipment
to their person as warranted.

3. Band sampling gas .detectors will be used to check areas not
covered by automatic monitorirg equipment.

B. Safety Equipment

1. The following safety equipment will be available:

Escape packs:
1 - 5 minute escape pack on the derrick
5 - 5 minu'te escape packs on floor
4 - 5 minute escape packs at various points along

mud tanks
1 - 30 minute pack in each trailer

(2 in mud logger 's trailer)
1 - 30 minute pack at bottam of steps
1 - 30 minute pack in mud shed
1 - 30 rinute pack in tool shed .

Total: 10 - 30 minute packs
10 - 5 rinute packs

Dascade Systaa:

10 - 380 cu. ft. cylinder air supply systen
2 - 5 outlet mani:Told on floor (1 each side)
2 - 5 outlet mani:Tolds on mud tanks
10 - line masks (same as 5-minute packs)
1500' low pressure air line hose with quick connects

Other Equipment:

4 - wind socks
36 unit - first aid kits
1 - oxygen pæered resuscitator with cylinder
1 - f lare gun with shells
1 - stretcher
1 - combustionable gas meter
1 - safety belt with safety line

Note: Respirators shal.1 comply with OSHAstandards, part
1910.134, Respiratary Protection.

This equipment is available for persons normally on 1ccation. T'nis
includes the five man crew, toolpusher, Amoco drilling supervisor
and mud loggers . Maxirun numaer of people to be on lccation during
normal-drilling operations should range from ten to



2. Two areas o:1 locacion will be designated as BRIEFING ARFAS.
The one that is uµánd from the wellbore will be designated
as the "SAFE BRIEFING AREA' The "SAFE BRIFFING AREA" will
be recognized by the positioning of the "SAFETY" trailar
in this area.

3. The HoS "SAFETY" trailer provided by a safety contractor
such $s SAEETY INTERNATIONAL, INC. will contain the
equipment listed in V. B. 1 (above) and will have a wind sock
or streamer to indicate wind direction.

4. A second wind sock or streamer will be located at the end
of catwalk and visible from the rig floor.

5. A condition warning sign will be displayed on location and
at entrance of location regarding current operating condition.

6. The emergency procedure (attached) will be kept on rig floor,
contract toolpusher's trailer, Amoco's trailer and na safety
trailer.

7. Two barricades will be available to block entrance to
location should an emergency occur.

8. An external conmunication system should be installed in
Anoco's trailer, rud logger's unit and on rig floor.

9. An internal comminications system should be installed between
company trailer house , contract toolpusher 's quarters ,

mud logger 's unit , rig; floor , shale shaker , mud mixer area
and choke ranifold.

10. An undulating high and lo pitch siren will be installed.

VI. CRIll TRAININGAND PROTECTION:

A. Blowout Prevention Drills:
Pit drìll and trip drill training will be held with each crew
until proficient in closing the well in. Drills will be held
on a regular basis thereafter, with at least one drill per crew
with the Drilling Supervisor or contract toolpusher triggering
the alarm. Reaction time will be checked from the time the
alarm goes off until the well is simulated closed n. Closing
time should be under two minutes . A copy of AMOCOPRODUCTION
COMPANY's Oil and Gas Blowout Drill Procedure will be posted
on the rig floor.

B. 112S Training and Drills:
All personnel shall be instructed and certified for H,S prior
to penetrating 1000 ' above an expected bydrogen sulfiße zone.
Training will include: the correct use of the gas unsks ,

wind socks, safety ropes and oxygen resuscitator, nstruction
on artificial respiration and on the emergency procedure.

H,S drills will be held periodically. The Aroco representative
aIong with the toolpusher, shall plan and activate drills.



will activate without wa:ning, the HS alarm $d participate
in the drill. The crew will proceed o put on a mask and
secure well as per posted drilling procedure.

VII. EUD ADDITIVES:

A low solids non-dispersed mud system will be used. At one thousand
feet above an expected hydrog,n sulfide formation the system will
be built up.to a concentration of 20 lb/bbl. Ironite Sponge. Previous
to this, sufficient Ironite Soonge will be on location to treat

' the mud if the need arises and the mud maintained at a high pH.

VIII. IDCATION OF RESIDENTS:

See attached listing

IX . LÆLL TESTING PROCEDURES:

During all drill stem tests and swab tests of formaticos or zones
where H2S mig,ht be encountered, produced gas and liquids will be
routed mto flare lines. Due to prevailing wind- fluctuation
and seasonal variations, consideration will be given to the
construction of two.flare pit locations, each a minimLT Of 150'
from the nearest rig equipment. All flare lines will be equipped
with pilot lines hooked to a bottled gas system. All flare lines
will be secured to prevent them from whipping should a high volune
of gas be b1cun through them.

All equipment including drill string and tubing string; members and
tools, surface test units, and miscellaneous related testing
equipment shall conform to NAŒ Standard MR-01-75, or Amoco
specifications if Amoco specifications are more stringent.

X . EMERGENCYEVACUATIONPIAN:

(See



LIST OF RÏSIDENŒS WITHIN

2-MILE RI ÏUS:

There are no residences within a 2-mile radius of said



X. EMERGENCYEVACUATIONPIAN

NCTŒ: This attachment shall be posted on the bulletin
board contained in the dog house, with extra
copies contained in the contract toolpushers
trailer, Amoco trailer and in the safety



Designation of Responsibility:

In order to assure the proper execuzion of this plan, it is essential
that one person be responsible for, and in complete charge of ,

implementing these procedures . ThErefOre, T€Sponsibility shall be
designated in the following order, depending on who is on location:

1. AToco Production Canpany ' s Representative (Drilling Forerran
or Consultant)

2. Contract Toolpusher

Definition of Warning Signs:

Condition: Green - Normal Operations
Condition: Yellos - Potential Danger - Caution

lause for Condition:

1. Circulating

2. Ytip gas after trips

3. Circulating gas out on choke

4. Poison gas present, but below threshold levels

Condition: Red - EXTRFME DNUER

Caase for Condition:

1. Uncontrolled well

2. Poison gas present above threshold levels

Overgency Procedures:

Condition Yellow:

1. O,.eck safety equipment and keep it with you

2. Be alert for a change in condition warning sign

3. Follow instructions

Condition Red:

After any accidental release of potentially hazardous volune
of hydrogen sulfide gas, this program shall be ir.itiated
innediately:

1. Set off alarm. Evacuate all persons off location to
"safe briefing area" that is upwind. Check that all
persons are present. If not, proceed with evacuation
fran hazardous area in the following manner:

a) Two persons, if available, re-enter hazardous area
with air packs and each attached to an assistant
via safety line. The assistant shall also be
wearing respiratory equipment but outside of the hazard



b. Locale and evacuate al.1 other persons in hazardous
area to safety briefing a:

c. Proceed with erergency firse aid to all injured.
Call hospital energency ward. Aler: them of the
problem and have them send rescue vehicle imnediately.

MEDICAL PERSONNEL

ME10RIAL HOSPITAL-------------------------------------307-789-3636

Hospital Administrator, Terry Davis

Dr. Dean A. Holt--------------------------------------307-789-2162 (Office)
307-789-3120 (Home)

AMBULANCE---------------------------------------------911

EVANSTONAVIATION-------------------------------------307-789-2256

2. Locate, define problem, and proceed with emergency shut-in
procedures per Aroco Procuction Corpany Blowout Drill Procedure.

3. Stay in "safe briefing area" unless instructed to do otheirise.
Continuously monitor air quality in briefing area.

4. Only enter hazardous area with adequate air supply and attended
by someone with a safety rope.

5. Call Comnany personnel in the following order, unLil one s
contacted. Infonn him of .the problem and dat acciens have
been taken. It is then his responsibility to contact his
supervisor.

NAME OFFIŒ TELEPHONE RESIDENCE

Milt Hoesel 307-789-2591 307-789-9543

Dick Adams 307-789-2591 307-789-3653

Vernon Had (Fuzz) 307-789-2591 307-787-3714

Walt Shaffer 307-789-2591 307-789-9750

Eill Halvorson 801-272-9253 301-943-2243

Virgil Sheppard 801-272-9253

Wayne Todd 801-272-9253 801-272-4706

Scott Trushenski 801-272-9253 801-942-0577

Martin Zimalerman 801-272-9253 801-942-5030

6. Nacify the appropriate agencies and law officers that an
emergency situation exists and help is



AW ENFORCEDENAGENCIES

SHERLFFDEPARIFENT -----------------------------------------------911

307-789-2331

SHERIFF, Uinta County
Leonard Hysell -----------------------------------------------307-782-3885

10Ï1560( PA31K3L---------------------------------------------------307-789-3119

WYOMINGOIL & GAS BOARD

Oil and Gas Conservation Cannission
Wyoming Building
Casper, Wyoming --------------------------------------------------307-234-7147

(after hours) 235-6449
or 265-4191

U.S. GEOLOGICALSURVEY

John Nault
Rock Springs, Wyoming --------------------------------------------307-362-6422 (office)

307-382-6142 (howe)
307-382-0294 (mobile

FIRE DEPARTMENT

Fire Department --------------------------------------------------911

Fire Chief, Evanston ---------------------------------------------307-789-3870

WYCMINGAIR POLLUTION CCNTROLCOMMISSION

Environmental Air Quality Commiseion
Hathaway Building
Cneyenne , Wyoming
by. Chuck Raffelson -------------

---------------------------------307-777-7391

7. The State Police shall contact residents in the Loo (2) mile
dan¿;er zone, and start evacuationwith those.in the downwind
direction of the



8. In the event that a blowout shead occur, the decision regarding
ignit:ion of the escaping gas will be made by the Amoco
representative on locatiaa after consultation, if possible, with
the appropriate supervisor or management personnel listed
previously. However, if the seriousness of the sit,aation does
not allow tire for consultation, the Amoco representative om
location has the authority to make the decision tc ignite as
a last resort where it is clear that human life and property
are in jeopardy and/or the chance of controlling the well under
the prevailing conditions are very remote.

9. Ebet with appropriate agencies and law officers as soon as
practical to brief them an the situation and coordinate
evacuation



EXNi-IT BOP-5000

MINIMUM BLI)W-OUT PREVENTER REQUIRMENTS

* 5,000 pel W.P.

5011

I 51111154 siPPLt 10 BI 15 [Dilliililt
IRAI II (il it !!*0915 WIIMOil Eli Oi i

Tilill llIFOULE !01899 1881| 99tilit;
win umann i s iamat relisie tanties 19 aus lau

it Flittiill 3081 itti 59 liti 10 95WP

Bihalf
j will Elli 10 BI PliFEti! -

I ..

Tilfli

lillillig !! itti.

T
AIJillitti (soil

Bila kJM S.tit pst liiff BUIT
BiãPitax Pillittli

(ggi atti

1011

Ini blit 10 F

i itali Ogl 9tivlittil asp att 11111561 MUli II 15 PLit IAlft !!#011 GFitAlit ASE IWMG

4099 [Detities 3 til poi W & WillMin Ft? RAM

) att 1111154§ 10 11 flitili lliiWii (0551015051 AMDCO 10¥lfiffWF @Bif

50Whillies Ista (NOlli FifWillitti ----- " ·¯¯
¯¯¯

l istilt tilli MUil it avaitsill Os RIG 11001 81 Bil

till!§ wilp Ft0Fit (Dalttit05 Ot 105, 18ty[ 10 it ilti Atlillatil lifiti (gg iggg ggg pig

litt 5011 1.tM sa• WF NiilMi -
i Att (sont IIp sitt listi le ti lALTil

t19tliall? Itil SI (m0tl !!511 ( Gli inluilt titit(Al 10E 181811981101 0517

) Iggspaill IMICU6m wuKW ll! *1911 7613 3Miti ti 540011 il a0f110xill Os fit 11151 sti itsil

il 18151 il isilti fiaWilti ti 1111(11154 51155 $(Liliti Ali 81 ill Oi (Ill,

stullt tut0564

i litti (0(i 05 Ellit.

) Illilligi stil[RI§ ist Ratt Wittig it gi pt0Fliti 5011

tiltatilt ist gittig al att 11511 itt Illill 15 II illi SPlilit

i 116 11001 iter ggi pilvis11) (Datt01 15 It 10[Ilit

$1 (litt 10 ititilli 70111105 81 IIA3ttli

i $105-051 Pittlilli (103155 10Ulpuist 10 IIfigli

it 411101 g((umplaitt two IstiPlatla1 195tfil Si

pynp †çyt! gi fl(p (191114 lill lillillillOS.

g mill att taK WHi!Kall0El

e ' (08150:b ...m : ....,,,,

lOl i '
Bitillfl F0111101 .

1

(
L..J

FLAB Oi ilt $1 08

sistniäsni

Bill lilli Mil 981 I

itilfilii DI halilitt 855 8-8

telwit; wilari it' All 85 IE 59 til ILOW IIII
liiWB Bit0W

179W b0t11tEIAL

itBI OP110til

Alt. IWICO 00 Bil

lililli Pil

lwt 1001 Bill 9155 III

tilli PIPI 01

!!!! 8915 ilitialT itsi 18 ti ill18t[EB

N!i lig Niill 15 §¶085) BI)rgi WalIWil

ilti IPi li lisist

I all ggmafEli TAtrit li St 9154 BI LA11 ) Elli! MOill 5011 U Oil (15115 19

Milii 10 Milal ilãL i tit go. W & 500599 SI (WGli III WitifDil i§ 8till tiMF

& MailFDI3 885 A-i It il 11palig! Imig fig

) All limitill PIPI Watuin i
itas! 8-Bi 155185 St (051184151

Amoco Production Company
STANDARD ASSEMBLY FOR FLUID

OFERATIO TRIPLE BLOW GUT PREV£NTER
B.000 poi W.P.



•

•

s

Tool Amoco
PU:-liers Company
TYaller Traller

Production T roduction

150
Surface Lines

o'o

Mud
200 '

- - --, <' M*u '
--- 200'

7 5
th M

P.ud
Logycr

Trailer

Fenced
Reserve Pit

150' x 150' x 8'deep

o o
CD - Li

•o -

= shows permanent production equipment to bc installed af ter drilling rig has moved ou

- - -= Dotted lines indicated perimeter of leveled location.

The fenced pit used for production will > co.·eted if any fluid is prer.ent. The dril

and production pads will be constructed with doxers and graders using native materia

TYPlc AL
A°·Œ0PROBJCila,'CuWŒ ·

LOCATIOli
P.0.Eox.17675 EXHIBlT'

RT Lm Eny UTAL M.Ì..lÏ
LAYOUT

e

e

e



** F:lLE NOTATIONS**

DATE: $Ñ/) jÊÛ
OPERATOR:Û/Flace Pmranhar; & .

WELLNO: Ôhgy] mŠff(f)(A
Location: Sec. / T. S/ R. FE County: Áff/M

Fife PtepaAed Entered on N.I.9:

Cand Indexed: Complet¿on Sheet: /

API Number //3-043- 40/60
CHECKEDBY:

Petroleum Engineer:

Director: Øk 4 (-3

Administrative Aide:

APPROVALLETTER:

Bond Required: Saxvey P£at Requixed:

OxdeA Wo. 0.K. Rule C-3

Rule C-3 (e) , TopogAaph¿e Except¿on - company owns oA contAof6 acAeage
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October 30, 1980

Amoco þroductionBompany
P. 0. BOX 17655
Salt Lake City, Utah 84117

Re: Well No. Chaaplin 846-Amoco "B" fl
Soc. 19, T. SN, R. 8ß
Summit County, Utah

Insofar as this office is concerned, approval to drill the abovo
referred to oil is hereby granted in accordance with Rule C-3, General
Rules and Regulations and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and aladon
this well, you are hereby requested to immediately notify the following:

MICHAELT. MINDER - Petroleum Engineer
Office: 533-5771
Home: 876-3001

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling, Your
cooperation ïn completing this form will be appreciated.

Purther, it is requested that this Division be noti£1ed within 24 hours
after drilling operations commence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-043-301S0.

Sincerely,

DIVISION OF OIL, GAS, ANDMlNING

Cleon 8. Peight '

Director

/ka



SCOTT M. MATHESON OtL, GAS, AND MINING BOARD
Governor

CHARLES R. HENDERSON
GORDON E. HARMSTON STATE OF UTAH Chairman

Executive Director,
NATURAL RESOURCES DEPARTMENT OF NATURAL RESOURCES

JOHN L.BELL
DIVISION OF OIL, GAS, AND MINING C. RAY JUVELIN

THADIS W. BOXCLEON B. FEIGHT 1588 West North Temple MAXILIAN A. FARBMANDirector Salt L.ake City, Utah 84116 EDWARD T. BECK
(801) 533-5771 E. STEELE MclNTYRE

Apt¿L 2, 1981

Amoco Ptoducuon Company
P.0. Box 17675
Satt Lake CLty, Utah 84117

Re: SEE ATTACHEDSHEET

Gentlemen:

In tegekenee to above men.floned we£16, conaldeAable time has gone
by ainee appkova£ was obtained gxomthis oggiee.

Thu oggiee has not nec¿eved any not¿¿cation og apudd¿ng. 14 you do
not in.tend to dx¿LL theaemello, please not¿¿y th¿s Divia¿on. I( apudd¿ngok any othex activ¿ty has taken plac.e, please send necesaaxy gokms.(Ig we
do not heak geomyoux company w¿thin ¿¿¿teen ( 15 ) daço , we w¿LL aaaume you
do not intend to dA¿tt tháse weffs and act¿on m¿ff be taken to .teAm¿natethe appf¿eat¿on. ) I ( you p£«n on dt¿LL¿ng this Locaf¿on at a latex date,
please not¿¿y as auch.

Voux paompt attent¿on to the above w¿t£ be gaea,t£y appneciated.

VouA tauty,
DIVISIOW OF OIL, GAS, ANDMINING

SANOVBATES



ATTACHEDSHEET

1. Well No. Champf¿n 846-Amoco "B" #1
Sec. 19, T. SN. R. 8E. .

Sunm¿t, County, utah

2. WetL Wo. #2
Sec. 21, T. 4W. R. 8E.
Summ¿t County, utah

3. Well NO. Champfin 458-Amoco "G" #1
Sec. 29, T. 4N. R. 8E.
Summ¿t County, utah

4. Welf NO. StAawbeAxy R¿vex #1
See. 26, T. 4S. R. 12W.
Wasatch County,



Form OGC-lb SUBl .N TIt11'l ICATI
STATE OF UTAH (Otnetinstructions on

reverse side)
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIONATION AND SERIAL NO.

Fee

SUNDRYNOTICESAND REPORTSON WELLS
$. IF INDIAR, ALLOTTSB 08 TREME NAME

(Do not use this form for proposals to drill or to deepen or plug back to a diRerent reservoir.
Use "APPLICATION FOR PERMIT-" for sueh proposals.)

. UNIT AGREBMENT NAME
OW

LL
WABLL

OTHER

2. NAME OF OPBBATOR B. FARM OB LEASE NAME

Amoco Production Company Champlin 846 Anioco "B"
8. Anomass or oramazoa 9. w-LL NO.

P.O. Box 17675, Salt Lake City, Utah 84117 #1
4. LOCATION OF WELL (Report location clearly and in accordanet with any State requirements.• 10. PISLD AND POOL, 08 WILDCAT

See also space 17 below.)at .ort... Wildcat
SE/4 NW/4 Sec. 19, 1998 ' FWLand 1980 ' FNl., u. ..c.........M., OR SI.E. AND

SURVET OR ARRA

Sec. 19, T5N, RSE
14. PSBMIT NO. 15. ELEVATIONS (ShoW whether DF, NT, 05, ete.) 12. COUNTT Om PARISH 18. STATE

43-043-30150 7087 ' Top of Hub Sumnit Utah
to CheckAppropnate BoxTo Indicate Nature of Notice, Report,or OtherData

NOTICE OF INTENTION TO : SUBliBQUENT REPORT Of :

TEST WATER BRUT4FF PUI.L OR ALTER CASING WATER SNUT-OFF REPAIRINO WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CAalNG

SHOOT OR ACIDIZE ABANDON SHOUTING OR ACIDIEINO ABANDONMENT*

REPAIR WELL CHANGE PLANs (Other) Notice of ¯cment

status
(Other) (NOTE: Report results of multiple completion on Well

('ompletion or Recomµletion Report and Log form.)
17. DEsentnE rnovosEn on coul•LETED oPERATioNs (Clearly state all pertinent details, and give pertinent dates, including estimated date of atarting any

proposed work. If well is directionally drilled. give subsurface locations and measured and true vertical depths for all markers and zones perti-
nent to this Work.) *

Please accept this sundry as Amoco Production Company's notice of the current status of
operations on the subject well. To date the well has not been drilled. We plan to
drill the well upon rig availability; however, if there are any changes in our plans,
you will be notified.

18. I hereb tity that t is tr e and correct

RENHO A e 'CI,E Admini affnfive Supenri RT DATE & 1 81

(This space for F er or State omce use)

APPROVED BT TITLE DATE
CONDITIONS OF APPROVAL, IF ANT:

*SeeInstructionson Reverse



STATEOF UTAH Scott M. Matheson, Governor
NATURALRESOURCES& ENERGY Temple A. Ileynolds, Executive Director
Oil, Gos & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Loke City, UT84114 • E01-533-5771

December 15, 1981

Amoco Production Company
P. O. Box 17675
Salt Lake City, Utah 84078

Re: See Attached

Gentlemen:

In reference to the above mentioned wells, considerable time has gone
by since approval was obtained from this office.

This office has not received any notification of spudding. If you do
not intend to drill these wells, please notify this Division.
If spudding or any other activity has taken place, please send necessary
forms. If you plan to drill this location at a later date, please notify
as such.

Your prompt attention to the above will be greatly appreciated.

Very truly yours,

DI i F AND MINING

CARI FURSE
CLERK TYPIST

Board/Charles R. Henderson, Choirman • John L. Bell • E. Steele Mcintyre • Edward T. Beck
Robert R. Norman • Margaret R. Bird · Herm Olsen

on eauoi ooooeuniv emoloyer . O ease ree.ce



WELL # Louisiana Land & Exploration Federal 1-34Sec. 34, T. 8N, R. 6E, NE SERich County, Utah

Well # Champlin 55-1 Amoco "B" #1Sec. 33, T. 3N, R. 4E
Summit County, Utah

Well No. State of Utah "S" #1Sec. 30, T. 3N, R. 7E, NW SW
Summit County, Utah

Well No. Howell Livestock "B" #1Sec. 6, T. 3N, R. 8E
Summit County, Utah

Well No. Island Ranching "D" #1Sec 14, T. 4N, R. 7E
Summit County, Utah

Well No. Island Ranching"E " #1Sec 36, T. 4N, R. 7E
Summit County, Utah

Well No. Champlin 458 Amoco "D" #4Sec 29, T. AN, R. 8E
Summit County, Utah

Well No. Champlin 458 "E" WIU # 1Sec, 31, T. 4N, R. 8E
Summit County, Utah

Well No. Champlin 458 "E" WIU #2Sec. 31, T. 4N, R. 8E
Summit County, Utah

Well No. Island Ranching "E" #2Sec. 36, T. 4N, R. 7E
Summit County, Utah

Well No. Champlin 846- Amoco "B" 1Sec. 19, T. SN, R. 8E
Summit County, Utah

Well No. M.A. SMith #2
Sec. 16, T. 3S, R. 10W
Wasatch



Well No. Island Ranching #C 1
Sec. 26, T. AN, R. 7E
Summit County

Well No. Thousand Peaks Ranching WIU #1
Sec. 32, T. 4N, R. 8E
Summit Cou-nty,



Form OGC-1b SUBMI" TRIPLICATE*

wrATE OF UTAH (Oth structions on
reverse side)

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING S. LEABB DESIONATION AND SERIAL NO.

Fee

SUNDRYNOTICESAND REPORTSON WELLS
6. IF INDIAN, ALLOTTB- Og TRIBE NAME

(Do not use this form for proposals to drill or to deepen or plug back to a diferent reservoir.
Use "APPLICATION FOR PERMIT-" for suoh proposals.)

. 7. UNIT AGREEMENT NAME
OIL GAS
WELL WELL OTHER

2. NAMS OF OPERATOR 8. FARM 08 LEASE NAMS

AFlDCOPRDIXJCITONCOMPANY Charnplin 846 Amoco "B"
8. A0DRESS OF OPERATOR O. WELL NO.

P.O. Box 17675 Salt Lake City, Utah 84117 #1
4. LOCATION OF WELL (Report location elearly and in accordance with any State requirements.• 10. FIELD AND POOL, 08 WILDCAT

See also space 17 below.)at .=ra Wildcat
1998 ' FWL& 1980 ' F 11. .. 2., a.. m., ar.s. aan

Sec. 19, T5N RSE
14. PERMIT NO. 15. ELEVATIONs (Show whether or, aT, on, ete.) 12. Coomer os FAalsa IB. stata

43-043-30150 I 7087' GR Sunnit Utah
te· CheckAppropnate BoxTo Indicate Nature of Notice, Report,or OtherData

NOTICE OF INTENTION TO: SUBSEQUENT REPORT 07:

TEST WATER BEUT-OFF PULL OR ALTER CASINO WATER SHUT-Org REPAIRINO WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIBE ABANDON* SHOOTING OR ACIDIEING ABANDONMENT*

REPAIR WELL CHANGE PLANs (Other)
th (NoTE: Report results of multiple completion on Wel(O er) Completion or Recompletion Report and Log form.)

17. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting nny
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones perti-
nent to this míork.) *

Please be advised that Amoco Production has cancelled the
subject location - well will not be drilled

18. I hpreb y that th to n as true nd corr t

Kra V€ SOY DATE
1-5-82

(This space for F r State ofBee use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*SeeInstructionson Reverse



ORALAPPROVALTO PLUGANDABANDONWELL

Operator Amorn Representative Dan Pou1sen
Champlin

Well No. 846 Amoco B Location SEk NW k Section 19 Township 5 N. Range 8 F

County Summit Field wildes, State utsh

Unit Name and
Required Depth Base of fresh water sands

Size hole and Mud Weight
T.D. Fill per sack " ' and Top #/gal. '

Casing Set Top of Ìo Be Pluqqing Requirements
Size At Cement Pulled From To Sacks Cement

Formation Top Base Shows

Location site will be abandoned and dry hole marker-insea11ed.

Well will not he drilled.

REMARKS

DST's, lost circulation zones, water zones, etc.,

Approved by R. J. Firth 603 Date 5-21-82 Time
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